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11.  THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS 

 

 [  ]    The above numbered solicitation is amended as set forth in Item 14.  The hour and date specified for receipt of Offer s  

 [ ] is extended,   [ ] is not extended  

Offers must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended, by one of the following 
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The solicitation # SBG30014Q0644 is hereby ammended due to changes requirements in the scope of work. 
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Amendment # A002 of Solicitation # SBG30014Q0644 

 



# Existing SOW Revised SOW 

1.b Existing wooden door is to be fitted. 

Matching well matured, seasoned solid wood 

(Chittagong teak or best quality available) is 

to be used for extra pieces at side and 

trim/joint as necessary. Design will be as 

existing one. 

Existing wooden door is to be fitted. Matching 

well matured, seasoned solid wood (Chittagong 

teak or best quality available) is to be used for 

extra pieces at side and trim/joint as necessary. 

Design will be as existing one. The gap on the 

door will to be filled with solid wooden block, 

anchored at both side and should be of same 

design and quality as existing door. 

3.b Door, window: Well matured, seasoned solid 

wood (Chittagong teak or best quality 

available) is to be used. Size and design 

should match with the existing doors and 

windows. 

Door, window: Well matured, seasoned solid 

wood (Chittagong teak or best quality available) 

is to be used. Size and design should match with 

the existing doors and windows. Provision of 

emergency egress at window should be kept. 

5.b  A peep hole is to be added at door to out. 

7.b Construct wall and fit new wooden door. 

Well matured, seasoned solid wood 

(Chittagong teak or best quality available) is 

to be used. Size and design should match 

with the existing doors. 

Construct wooden partition and fit new wooden 

door. Well matured, seasoned solid wood 

(Chittagong teak or best quality available) is to be 

used. Size and design should match with the 

existing doors. The glazing on the door will 

remain as it is. 

10.a Existing sliding glass door and sliding grill 

are to be moved to balcony line. Proper 

finishing work is to be done with similar type 

of material as surrounding. 

Existing sliding glass door and sliding grill are to 

be moved to balcony line. Proper finishing work is 

to be done with similar type of material as 

surrounding. Sliding grill will be fitted inside and 

sliding window shutter with mosquito net will be 

fitted outside. MS angle can be used at top and 

bottom to support window frame. 

12.b Construct wall and window grill (MS) and 

sliding window with aluminum section and 

glass. Aluminum section as per U.S. 

Architectural Aluminum Manufacturer’s 

Association (AAMA) standard specification 

is to be used. Fiber mesh should be used as 

mosquito mesh. Color and design should 

match with existing aluminum work. 

Construct wall and window grill (MS) and sliding 

window with aluminum section and glass. 

Aluminum section as per U.S. Architectural 

Aluminum Manufacturer’s Association (AAMA) 

standard specification is to be used. Fiber mesh 

should be used as mosquito mesh. Color and 

design should match with existing aluminum 

work. Swing window grill will be fitted inside and 

sliding window shutter will be fitted outside to 

facilitate maintenance work. 

16.b Sliding windows with aluminum section and 

glass should be fitted. Aluminum section as 

per U.S. Architectural Aluminum 

Manufacturer’s Association (AAMA) 

standard specification is to be used. Fiber 

mesh should be used as mosquito mesh. 

Color and design should match with existing 

aluminum work. 

Sliding windows with aluminum section and glass 

should be fitted. Aluminum section as per U.S. 

Architectural Aluminum Manufacturer’s 

Association (AAMA) standard specification is to 

be used. Fiber mesh should be used as mosquito 

mesh. Color and design should match with 

existing aluminum work. Provision of emergency 

egress at window should be kept at West. 

19.e  Footer of the column should be adjusted with the 

existing brick foundation. Brick foundation cannot 

be dismantled or damaged.  

 
 

 


